
Data of the Halls

Length x Width (m) 149,5 67 89,5 44,5 104,5 60,0 104,5 60,0 104,5 60,0 104,5 60,0 104,5 60,0 104,5 60,0 104,5 60,0 104,5 60,0 104,5 60,0 104,5 60,0

Eaves Hight (m)

Clear Hight (m)

Total surface (m²)

Sliding gates (m)

Sectional Doors w x h:                                   

5,0m to 6,5m x 5,0m to 7,5m

Flügeltüre w x h (m):                                  

Floor

Floor Load (kn/m²)

Spot Load 0,30m x 0,30m (kn)

Sectional Channel (kn/m²)

Access with Fork Lift and Truck: 

up to 3,5 t; 1,5 t Wheel Load

Truck Access up to 60 t

Ceiling Grid Suspension Points

up to 500 kg

Pillars Free

Water Supply in 

Duct / Supply Channel (7 bar)

Electric Current Supply in 

Duct / Supply Channel (63A / 400V)

Compressed Air in 

Duct / Supply Channel (7,5 bar )

Sunshade

Hall Darkening

Hall A7 Hall B1 Hall B2 Hall B3 Hall B4 Hall B5
Rothaus 

Hall A1
Hall A2 Hall A3 Hall A4 Hall A5 Hall A6

8,9 8,9 8,9 8,9 9,15 8,916,25 10,5 15 8,9 8,9 9,15

17,7 17,7 17,7 17,7 9,15 17,725,0 11,8 24,0 17,7 17,7 9,15

6.270 6.270 6.270 6.270 6.270 6.27010.016 3.980 6.270 6.270 6.270 6.270

14,4 x 7,5 14,4 x 7,522 x 7,5 22 x 7,5

yes yes yes yes yes yesyes yes yes yes yes yes

2,8 x 3,6

Asphalt Asphalt Asphalt Asphalt Asphalt AsphaltAsphalt Asphalt Slabs Asphalt Asphalt Asphalt Asphalt

50 50 50 50 50 5050 50 50 50 50 50

100 100 100 100 100 100100 100 100 100 100 100

50 50 50 50 50 5050 50 50 50 50 50

yes yes yes yes yes yesyes yes yes yes yes yes

yes yes yes yes yes yesyes yes yes yes yes yes

yes yes yes yes yes yesyes yes yes yes yes yes

yes yes yes yes no yesyes yes yes yes yes no

yes yes yes yes
by 

arrangement
yesyes yes yes yes yes

by 

arrangement

yes yes yes yes
by 

arrangement
yesyes yes yes yes yes

by 

arrangement

yes yes yes yes
by 

arrangement
yesyes yes yes yes yes

by 

arrangement

yes yes yes yes no yesyes yes yes yes yes no

no no no no no noyes no no no no no



Length x Width (m) 262 44,5 74,5 44,5 29,5 22

Eaves Hight (m)

Clear Hight (m)

Total surface (m²)

Covered from Total Surface (m²)

Access

Floor

Floor Load (kn/m²)

Spot Load 0,30m x 0,30m (kn)

Sectional Channel (kn/m²)

Access with Fork Lift and Truck: 

up to 3,5 t; 1,5 t Wheel Load

Truck Access up to 60 t

Ceiling Grid Suspension Points

up to 500 kg

Pillars Free

Water Supply in 

Duct / Supply Channel (7 bar)

Electric Current Supply in 

Duct / Supply Channel (63A / 400V)

Compressed Air in 

Duct / Supply Channel (7,5 bar )

Sunshade

Hall Darkening

no

partially

nein

no no

no

by arrangementyes no no no

by arrangement

no no

by arrangement by arrangement by arrangement

yespartially

yes no no no

no

3.500 16.400

15 50 50 15

Motor Access via Open 

Ground East:               

Size of Gate              

w: 6,5m         

h: 7,5m

Gravel Asphalt Paving

4.800

5.300 650

Data of Entrance West and East, Open Grounds, 

Atrium and Static Display

Motor Access via

Gate A 

00

Static Display

15

Motor Access via 

Hall A3 and B1:     

 w: 6,9m 

 h: 3,7m

Cast Stone

Motor Access via 

Open Ground East:               

Size of Gate               

w: 6,5m  

h: 7,5m

4.000

4.000

Entrance West

3.500

AsphaltCast Stone

Motor Access via A6/A7 

and B4/B5 Size of Gate              

w: 6,5m         

h: 7,5m

Access only via 

Entrance West:        

Size of Doors 

w: 2,2m     

h: 2,4m

3,723,72

18.300

no

Entrance East Open Grounds West Open Grounds East Atrium

by arrangement

2.000

no

yespartially

15

yes yes yes

yes

partially

by arrangement

5

5

5

no

yes

15 50 50 15 50

15 100 100 10015

no yes

yes

50

no no
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7Messe Friedrichshafen GmbH                  

Postfach 2080                                             

D-88010 Friedrichshafen                                   

Tel.:+49 (0) 7541 – 708 -0                        

Fax: +49 (0) 7541 – 708 110               

Email : info@messe-fn.de

yes

no

yes yes yes

no

no

no

no no no no


